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I. Description

Static Technologies’ adjustable elastic wrist strap is
durable and highly effective. The woven elastic band
is preferred for comfort. Workers like the feel of the
band and the way it holds its shape, even after
months of use. The band interior is woven with highly
conductive threads that cover more than 80% of the
surface area. The result is a band that makes excel-
lent conductive contact even on individuals with ex-
tremely dry skin.

A stainless steel plate under the plastic buckle com-
pletes 3600 of contact. Non-tangling coiled cords with
excellent retractile qualities come in 6' and 12' lengths.
A 10' lightweight cord with a 4mm snap is also avail-
able and a 6' cord with right angle banana plug for
under-the-bench grounding mounts. Wrist straps in-
clude alligator clip and both 4mm and 7mm snaps
are available.

II. Band Specifications

Band Material: 3/4" wide elastic polyester fiber. Con-
ductive acrylonitrile-copper sulfide fibers cover more
than 80% of interior.

Buckle: Polycarbonate/ hypoallergenic #304 stain-
less steel assembly. Band adjusts to fit wrists up to
13" in circumference.

Snap Assembly: 4mm (1/8") or 7mm (1/4") stud

Wristband Interior Resistivity: <100 ohms/inch

III. Cord Specifications

Banana Plug: Fits standard 0.165" diameter jack

Break Force: > 28 pounds

Resistor: 1/4 watt, one megohm, carbon film

Snap Assembly: 4mm (1/8") or 7mm (1/4") socket

Wire: 7 strands of tinsel wire

Wire Insulation: Black polyurethane
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IV. Part Numbers

Blue Band

P/N Item Cord Snap
WB-1004 Wristband NA 4mm
WB-1007 Wristband NA 7mm
WB-2050 Wrist Strap 6' Standard 4mm
WB-2060 Wrist Strap 12' Standard 4mm
WB-2070 Wrist Strap 6' Standard 7mm
WB-2080 Wrist Strap 12' Standard 7mm
WB-2100 Wrist Strap 10' Lightwgt 4mm
WB-2106 Wrist Strap 6' Lightweight 4mm
WB-2154 Wrist Strap 6' Right Angle 4mm
WB-2157 Wrist Strap 6' Right Angle 7mm

Maroon Band

P/N Item Cord Snap
WB-2200 Wristband NA 4mm
WB-2250 Wrist Strap 6' Standard 4mm
WB-2260 Wrist Strap 12' Standard 4mm

Replacement Coiled Cords

WC-1000 Coiled Cord 6' Standard 4mm
WC-1002 Coiled Cord 12' Standard 4mm
WC-1004 Coiled Cord 6' Lightweight 4mm
WC-1005 Coiled Cord 10' Lightwgt 4mm
WC-1100 Coiled Cord 6' Right Angle 4mm
WC-2000 Coiled Cord 6' Standard 7mm
WC-2002 Coiled Cord 12' Standard 7mm
WC-2100 Coiled Cord 6' Right Angle 7mm

V. Cleaning

Wash wristband with mild soap or non-alkaline de-
tergent. Rinse with clear water.

All statements, technical information and recommenda-
tions related to the seller’s products are based on infor-
mation believed to be reliable, but the accuracy or com-
pleteness thereof is not guaranteed. Before using the prod-
uct, the user should determine the suitability of the prod-
uct for its intended use. The user assumes all risks and
liability whatsoever in connection with such use.
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